TOWN OF NELSON

APPLICATION FOR CONSTRUCTION OR MODIFICATION OF
RESIDENTIAL SEPTIC SYSTEM

Fee . Permit Approved By

Permit No Date

Applicants Name

Applicants Address

Applicants Phone Number

APPLICATION FOR: Construction of New System

Modification of Existing System

Property Location

Property Owner

Property Tax Map Number

Note:  In order to conform to the standards set by the New York State Department of
Health (NYSDH), Parts 1. 2, and 3 of this Application must be completed, and this
information submitted to the Zoning Enforcement Officer prior to issuance of a permit
allowing construction of a new on-site Residential Sewage Disposal System within the
Township of Nelson.

The information necessary for a Modification of Existing System - Permit shall be as
directed by the Zoning Enforcement Officer.

NOTICE THE APPLICANT SHALL NOTIFY THE CODES OFFICER AT
LEAST FOUR (4) BUSINESS DAYS IN ADVANCE OF THE EXPECTED
TIME OF COMPLETION OF A WASTE DISPOSAL SYSTEM THAT A
SYSTEM IS READY FOR FINAL INSPECTION.



Application
for

On-Site Residential Sewaee Disposal System

Part 1. Soil Tnvestigation
At least two test holes, widely spaced, shall be dug within the
proposed leaching area to insure that uniform soil and site conditions

prevail.

Each test hole shall be at least 5' deep and 2' square at the
bottom.

Depth to bédrock, if any observed _ L

Depth to seasonal high groundwater

Date performed:

Observed by:

Soil Profile Observation Information should include depth. texture,
structure. color and soil saturation for each test hole, presented in
the following format:

Soil Pit No.

Depth
(Et.}
TEXTURE STRUCTURE COLOR SOIL SATURATION
0
Silt Granular
Loam
Platy
Silt
2 Clay
. Lo Blocky Brown None
. Clay Loam
4 Sandy Loam Platy
6

Note: The test holes are pot to be used to perform percolation tests,
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Part 2. Soil Percolal:ion Tests

Nolte: ‘hese Lesls shall be done in accordance with the procedures set
forth in the NYSDi Waste 'Ireatment llandbook, pages 7 and 8.

!

There shall be a mindmn 12-hour pre-soak period.

Describe Pre-Soak Process:

Date and time of day of Pre-soak: Start
Finish

Date and tire of day of Perc. tesk: ~Start
Finish

Stabilized percolation Rate

Percent of slope on the building lot

Performed by:

Copies of Peroolation Test Data Forms should be attached to this application.






